
FE ATURES &  BENEFITS

Honeywell 
speech recognition 
headsets are 
purpose-built for 
Vocollect voice-enabled 
applications, offering 
wired options that 
support the unique needs 
of freezer environments, 
high-noise environments 
and hard hat workers.  

All Vocollect wired 
headsets are tested 
with 15 drops from 2.1 
m (7 ft) at minimum and 
maximum operating 
temperatures, and 50 
drops from 1.8 m (6 ft).

In the challenging 
freezer/cold storage 
environment, the design 
of the Vocollect wired 
headsets means they 
withstand extreme 
cold, and can be worn 
comfortably with 
protective clothing.

The Vocollect SR-15 
Wired Headset 
is a lightweight, 
behind-the-head 
configuration for 
workers with special 
head coverings, 
hairstyles or hats 
(including hard hats).

All Vocollect speech 
recognition wired 
headsets have been 
optimized to work 
with Vocollect A500 
and A720 mobile 
devices, with models 
that are purpose-built 
to operate in specific 
environments.

Vocollect SR-20  
Wired Headset

In the world of distribution, where logistic improvements 

are measured in seconds, team members can’t afford to 

miss hearing a single assignment or be burdened with 

repeating responses, resulting in delays. When every 

second counts, Vocollect™ speech recognition wired 

headsets provide the performance you need in the most 

demanding industrial environments.

Honeywell understands how to maximize the headset 

experience, because our speech recognition headsets are 

purpose-built for Vocollect voice-enabled applications in the 

warehouse and distribution center. In addition to the Vocollect 

SRX2 Bluetooth® Wireless Headset, we offer wired options 

that support the unique needs of freezer environments, 

high-noise environments and hard hat workers. 

Headset styles include versions worn behind the head or over 

the top of the head to accommodate the worker’s preference. 

With multiple options, you will find a Vocollect headset that 

meets your specific requirements.

Vocollect Speech Recognition  
Wired Headsets
Purpose-Built for Industrial Environments

Vocollect SL-14  
Wired Headset
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Vocollect Wired Headset Options and Technical Specifications

For a complete listing of all compliance approvals and certifications, please visit www.honeywellaidc.com/compliance. 
For a complete listing of all supported barcode symbologies, please visit www.honeywellaidc.com/symbologies.

MODEL & PART 
NUMBER

WATER/DUST 
PROTECTION 
RATING HUMIDITY

OPERATING 
TEMPERATURE  
LOW & HIGH

STORAGE 
TEMPERATURE  
LOW & HIGH

WEIGHT  
WITH 
CABLE

WEIGHT 
WITHOUT  
CABLE

NOISE 
REDUCTION 
RATING

CORD & 
CONNECTOR

Vocollect SR-20 Headset
• Lightweight, industrial-grade headset that offers excellent performance across the range of industrial environments found in most distribution 

centers, including extreme heat and cold.

SR-20
HD-700-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

153 grams 
(5.4 ounces)

110 grams  
(3.9 ounces)

N/A Straight
TCO

SR-20
HD-700-2

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

153 grams 
(5.4 ounces)

110 grams  
(3.9 ounces)

N/A Coiled
TCO

SR-21
HD-701-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

153 grams 
(5.4 ounces)

110 grams 
(3.9 ounces)

N/A Straight
2.5 mm audio jack

Vocollect SR-15 Headset
• Lightweight, behind-the-head configuration for workers with special head coverings, hairstyles or hats (including hard hats). Mounts over the 

ears and permits flexibility of right/left ear orientation.

SR-15
HD-708-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

96 grams 
(3.4 ounces)

58 grams  
(2.0 ounces)

N/A Straight
TCO

Vocollect SR-30 Headset
• Single earcup headset that provides noise reduction, making it ideal for high-noise environments.
• Specially designed microphone to compensate for the additional distance from the mouth that the earcup creates.

SR-30
HD-702-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

218 grams 
(7.7 ounces)

175 grams 
(6.2 ounces)

N/A Straight
TCO

SR-30
HD-702-2

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

218 grams 
(7.7 ounces)

175 grams 
(6.2 ounces)

N/A Coiled
TCO

SR-31
HD-703-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

218 grams 
(7.7 ounces)

175 grams 
(6.2 ounces)

N/A Straight
2.5 mm audio jack

Vocollect SR-35 Headset
• Single earcup headset that provides noise reduction in industrial environments that require a hard hat.
• Works with hard hat styles that accept a PELTOR™ clip.*

SR-35
HD-704-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

175 grams 
(6.2 ounces)

133 grams 
(4.7 ounces)

N/A Straight
TCO

SR-35
HD-704-2

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

175 grams 
(6.2 ounces)

133 grams 
(4.7 ounces)

N/A Straight
2.5 mm audio jack

Vocollect SR-40 Headset
• Dual earcup headset that provides noise reduction, making it ideal for high-noise environments.
• A great option for workers in freezers who want additional covering over their ears.

SR-40
HD-705-1

IP67 100%
Condensing

-40°C / -40°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

272 grams 
(9.6 ounces)

299 grams 
(8.1 ounces)

Average  
of 10 dB

Straight
TCO

Vocollect SL-14 Headset
• Extremely lightweight, light industrial, non-repairable headset designed for dry and ambient environments (non-freezer, low moisture).

SL-14
HS-708-14-L
HS-708-14-R

IP54 5%–95%
Condensing

0°C / -32°F
50°C / 122°F

-40°C / -40°F
70°C / 158°F

62 grams 
(2.2 ounces)

30 grams  
(1.1 ounces)

N/A Straight
TCO

* Hard hat and PELTOR clip not included.

Drop Resistance: All wired headsets are tested with 15 drops from 2.1 m (7 ft) at minimum and maximum operating temperatures, and 50 drops from 1.8 m (6 ft) at 
minimum and maximum operating temperatures, unless otherwise noted.

Microphone: Sealed, noise-canceling


